STANDARD SIDEWALK WIDTHS

Sidewalk widlhs for sidewalks In disiricts described in the Comprehenslve Zoning Code for the City and
County of Honolulu sholl conform to the following:

District Paved Sidewolk Width
All Residenticl . 4 feet minimum
A~l, A~Z, ond A3 Aporimen! 4 .feet minimum
A-4 and A-5 Aportment 6 feet minimum
H-1 Resort Hofel 4 feel minimums required width for euch locetion shall
be determined by the Chief Engineer,
H-2 Hotel Full width unless determined o*hcrw:s: by the Chief Enginaer.
B-1 Business 4 feet minimum
B-2, B-3, end B-5 Business "6 feet minimum
B-4 Business Full width
All Industrial 4 feel minimum
All, Planned Development (For streets fo 4 fee! minimum

be dedicated fo the City)

SIDEWALK WITH STANDARD CURB & GUTTER

R, ~4" Class B concrel¢ broom finish perpendicular lo curb.
I Varles /

Vories

Standard slope Y4 par L.F Chief Engineer may outho-
- r:zc ‘different slope to suit special conditions,
21 uir;dord Curb See Note A E 6" select borrow under sidewolk, curb and guiler wherever
uiter . expansian volue of subgrods excaeds 3%.
Pavement i All umity installations shall e identified with the name of

the utility company on the {rame or cover. Checkered
melal covers inclalled in sidewalks with slopes exceeding
. 10% shall be painted with non - skid paint.
TYPICAL  SECTION Where concrele curb or sidewalk exists or is to be construct-

ed, driveways shall be of concrete.

NOTE A:
i, Full-width concrete stdewclks may be permitted when cons!rucled for the entire block
2. Lawn gross or vegelative ground cover of a type with a maximum growth haight of 4" or of a type lhci will
grow ot o Irimmed he1ght of 4'except vines or other#plonting which.moy be ¢ tripping hazord. 4" topsoil
required.
3. In liev of lown grass tho Chlef Eng:neer may authorize:
(6) Acteptable ortificial turf, with proper bases,
{5} Precast masonry uniis Icad closely in o uniferm potiern (bricks, tile cops, efc)
with proper base,
(e} Asphall concreis on proper base,
{d) Concrete- poured seporalely from the concrete sidewalk, und of similar thickness, ond
{e) Loose oggregotes, such as bosaltic, coral or limestone chtps
4. Slreet lrees including existing trees may be permitted in sidewolk areas subject to the approval of
tha Department of Parks and Recreatlon,
5 Sprinklers, set flush with the surfoce, may be perm[ltnd by ihe Chiaf Englnesr,

6. In areas where curbs exist with unpaved sxdewalks, temporary aspholt concrete
walkways may be instelled, if ouihor:zad by the Chief Enginaer.

7. Deviation from this stondard and other sidewalk standards may be permitted upon “written
approval of the Chief Enqlneer.

SIDEWALK AREA WITHOUT CURB OR GUTTER

Mailbox support shall be of o type which
causes minimal obstruction to Iraffic,

i

. Varies N I
Edge of Povement i H .
; Sidewolk Ares J} GENERAL NOTE:

- ]

Maintain swale as designed
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